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aExact conversion.
bCalculated by the Energy Information Administration.

Web Page:  http://www.eia.doe.gov/emeu/mer/append.html.
Source: U.S. Department of Commerce, National Institute of Standards and Technology, Specifications, Tolerances, and Other Techni-

cal Requirements for Weighing and Measuring Devices, NIST Handbook 44, 1994 Edition (Washington, DC, October 1993), pp. B-10, C-17
and C-21.

cubic feet (ft3)=128axcords (cd)
shorts tons=1.25bxcords (cd)Wood

kilograms (kg)=1,000axmetric tons (t)
pounds (lb)=2,240axlong tons
pounds (lb)=2,000axshort tonsCoal

U.S. gallons (gal)=42axbarrels (bbl)Petroleum
Final Unitequals

Conversion
Factor

multiplied
byOriginal UnitEnergy Source

Table B3. Other Physical Conversion Factors

Web Page:  http://www.eia.doe.gov/emeu/mer/append.html.
Source: U.S. Department of Commerce, National Institute of Standards and Technology, The International System of Units (SI), NIST

Special Publication 330, 1991 Edition (Washington, DC, August 1991), p.10.

yyocto10-24Yyotta1,024
zzepto10-21Zzetta1,021
aatto10-18Eexa1,018
ffemto10-15Ppeta1,015
ppico10-12Ttera1,012
nnano10-9Ggiga109
mmicro10-6Mmega106
mmilli10-3kkilo103
ccenti10-2hhecto102
ddeci10-1dadeka101

SymbolPrefixUnit SubdivisionSymbolPrefixUnit Multiple

Table B2.  Metric Prefixes


